Average of actual measurement value [ Motorized Rotation Stages]

Aluminum Body / Angular Bearing / Worm and Worm Wheel

Model Number RA04A-WO1 RAO5A-W02 RA07A-W02 RA10A-WO1 RA16A-WHO1

Specification / Average of measurement value
Accumulated Lead Error | (deg/360deg) 0.020 0.0071 0.020 0.0063 0.015 0.0045 0.010 0.0042 0.006 .0029
Lost Motion (deg) 0.020 0.0046 0.009 0.0043 0.006 0.0026 0.005 0.0031 0.004 0.0024
Angular Repeatability (deg) 0.005 0.0006 0.005 0.0004 0.003 0.0004 0.002 0.0004 0.001 0.0003
Pitch Error (deg) 0.020 0.0045 0.015 0.0033 0.010 0.0027 0.005 0.0018 0.004 0.0012
Backlash (deg) 0.002 0.0004 0.001 0.0003 0.001 0.0001 0.001 0.0001 0.002 0.0001
Surface Runout (1 m/360deg) 20.00 6.96 20.00 3.14 20.00 5.53 20.00 9.11 20.00 11.68
Eccentricity (1 m/360deg) 20.00 8.38 5.00 3.44 5.00 2.74 6.00 2.26 10.00 3.68
Moment Load Stiffness | (arcsec/N*cm) 0.90 0.46 0.82 0.56 0.51 0.32 0.10 0.07 0.03 0.01

Aluminum Body / Cross—Roller Bearing / Tangent-Bar(Ball Screw)

Specification / Average of measurement value
Lost Motion (deg) 0.005 0.0018 0.005 0.0005
Angular Repeatability (deg) 0.002 0.0001 0.002 0.0001
Backlash (deg) 0.005 0.0015 0.005 0.0003
Surface Runout (¢ m/=*x5deg) 5.0 1.70 50 1.88
Eccentricity (¢ m/=%5deg) 50 0.99 50 1.15
Moment Load Stiffness | (arcsec/N+cm) 0.15 0.02 0.0500 0.01
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RA10A-TO02 RAO7A-W02

RA16A-WHO1

15—-May—-2020



	RA

