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with commitment to technology

Features
Ultra High Load Rotation Stage 

<MAX-G 400 & 600>

MAX-G is one of highest-precision 
goniometer which can be heavy-loaded 
and do not change the precision from no 
loaded case.
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Specifications

5-phase 
Stepping Motor  

Worm Case

Gear release 
knob

Stainless Steel Table Face 

Encoder module

Limit Switch

Center Bore

Aluminum 
body

Safety Cover

MAX-G400

Eccentricity
<Horizontal Setting>
2 um (no load)
2 um (140 kg load)
1.5 um (126 kg load on 
a balanced arm)

<Vertical Setting>
5 um (no load)
5 um (3200kg・cm 
momet on the rot. axis)

Wobble  
<Horizontal Setting>
12 urad (no load)
15 urad (140 kg load)

<Vertical Setting>
20 urad (no load)
50 urad (3200kg・cm 
momet on the rot. axis)

↑Same as a result 
from no load when 
horizontal setting 
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MAX-G600

Eccentricity
<Horizontal Setting>
3 um (no load)
3 um (190 kg load)
3 um (150 kg load on a 
balanced arm)

<Vertical Setting>
5 um (no load)
5 um (3200kg・cm 
momet on the rot. axis)
8 um (50kg+50kg at the 
end of a windmill)

Wobble  
<Horizontal Setting>
5 urad (no load)
5 urad (190 kg load)
8 urad (150 kg load on 
a balanced arm)

<Vertical Setting>
35 urad (no load)
45 urad (3200kg・cm 
momet on the rot. axis)
3 urad (50kg+50kg at 
the end of a windmill)

↑Same as a result 
from no load when 
horizontal setting 

Accuracy
<Vertical Setting>
14 arcsec (no load)
13 arcsec(3200kg・cm 
momet on the rot. axis)

Ultra High Load Rotation Stage 
<Continued …>
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MAX-G600 (Φ600mm)

* Moment: 3200kg･cm
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MAX-G400 (Φ400mm)

* Moment: 3200kg･cm

p1-6 Photo above

p1

p4 p5 p6

p3p2

Kohzu Precision Co.,Ltd.
Tel: +81-44-981-2131
Fax: +81-44-981-2181
Email:sale@kohzu.co.jp
URL://www.kohzuprecision.com


